
• Easy operation that enables doors to safely glide and slide with the push of a fi nger
• Individual door weights at 400kg mean that this system can accommodate combined opening  
 doors of up to 12 metres and combined fi xed and opening doors of up to 19 metres with very  
 wide single door widths for a wide clear vision
• 10 different schemes/designs to choose from (see over)
• A choice of 5 different handle types to compliment your timber or colour choice (some may have  
 a surcharge if out of our standard range)
• Lockable from inside and out or just inside or just outside
• Wheelchair access
• Lockable ventilation door gap
• Full factory fi nish with unlimited colour and stain choice (Additional costs may apply if out of
 our standard range)
• Double glazing with min C-rating or receive a free upgrade to A-rating for a Facebook like 
 and review

1 Moat Road, West Wilts Trading Estate, 
Westbury, Wiltshire, BA13 4JS

Tel: 01373 858 054
Fax: 01373 824 705

Email: sales@oaktreejoinery.co.uk 
Web: www.oaktreejoinery.co.uk

Showroom available 
for viewing 

Sigenia Lift And Slide Patio Doors

Fungal & Insect

30 YEARS
GUARANTEE

Sealed Unit

10 YEARS
GUARANTEE

Hardware

10 YEARS
GUARANTEE

Workmanship

10 YEARS
GUARANTEE

Paint

8 YEARS
GUARANTEE

Stain

5 YEARS
GUARANTEE



Sigenia Lift And Slide Patio Doors

1 Moat Road, West Wilts Trading Estate, 
Westbury, Wiltshire, BA13 4JS

Tel: 01373 858 054 Fax: 01373 824 705
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Timbers                        Standard Timber Finishes

For more information see our technical sheets.

Mahogany
European Oak
Red Grandis FSC 
(Available as solid 
wood or engineered)  White eggshell

on all timbers
Light Oak on 
Red Grandis

Moulded

Bevelled

Square

Door Mouldings

Moving sashes  2

Max. element width*  6,700 mm

Moving sashes  4

Max. element width*  13,300 mm

Moving sashes  2

Max. element width*  13,300 mm

Moving sashes  1

Max. element width*  9,900 mm

Moving sashes  1

Max. element width*  9,900 mm

Moving sashes  3

Max. element width*  9,900 mm

Moving sashes  2

Max. element width*  13,300 mm

Moving sashes  2

Max. element width*  10,000 mm

Moving sashes  1

Max. element width*  6,700 mm

Scheme Layout Options

Handle Options

Planitherm Total Unit 
24mm Toughened-Soft 
Coat Glass with Argon

Gas (Min C-Energy 
Rated). Double glazing 

with min C-rating or 
receive a free upgrade 

to A-rating for a 
Facebook like and review

Showroom available 
for viewing 

Special 
colours 
available at 
additional 
cost


